
Multifunctional with
relay outputs suitable for
your applications.

E-stop with cross-fault monitoring and
optional simultaneity monitoring.

Connection of mechanical safety switches
and fail-safe sensors.

For clocked fail-safe sensors from
ifm electronic.

Two-hand control to EN 574, type IIIC,
mechanical or electronic.

Certified to IEC 61508, EN 954-1,
EN 574 type IIIC.

Options for connection to the G1501S

light barriers/ light curtains

two-hand control

ifm fail -safe sensors

E-stop protective guards

There are versatile options for connection to the safety
relay. It performs monitoring tasks in safety applications
in combination with different non-contact guards.
The evaluation of the signals from safety light barriers,
safety light curtains, electronic fail-safe sensors or me-
chanical safety switches for protective guard contacts
or electronic position sensors or mechanical position
switches with or without cross-fault monitoring are only
a few applications.
The safety relay has several multifunctional self-detect-
ing and self-monitoring short-circuit protected inputs
and outputs. The simultaneity monitoring of inputs and
the functions “monitored” or “automatic start” can be
set as an option. The operation in two-hand control to
EN 574 type IIIC in combination with electronic sensors
or mechanical switches is another advantage of the
safety relay.

of operators and machinery.
Safety relay for the protection
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Technical data (extract)

Operating voltage [V] 24 DC (19.2...30 DC)

Short-circuit protection on input side •

Reverse polarity protection on input side •

Protection IP 20

Operating temperature [°C] -25...55

Contact rating 6 A 250 V AC /
24 V DC

Status indication LED
1 x green
1 x red

4 x yellow

Electrical design:
Output function relay

2 safety-related NO,
1 signal output

(positive switching)

Certified to category 4 (EN 954-1),
complies with the requirements SIL 3 (IEC 61508),

two-hand control type IIIC (EN 574)

Safety relay with relay outputs for mechanical switches or electronic sensors,
e.g. for light barriers, light curtains, fail-safe sensors or two-hand control.

Dimensions
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Housing material Enable current path Signal current path Feedback contacts Order
no.

100 x 25 x 105 PA G1501S2 x NO 1 x PNP 1

You can find further information in the operating instructions.

Accessories

Type Description
Screw terminal

Order
no.

Set with 5 COMBICON terminals
2 x red; 1 x black; 1 x grey; 1 x green E11929

Set with 5 COMBICON clamps
2 x red; 1 x black; 1 x grey; 1 x green E11930

Connection to the safety relay is made using screw ter-
minals or cage clamps.

G1501S

Type Description
Cage clamp

Order
no.

Fail-safe inductive sensors

Type Description Order
no.

GM701S

Rectangular
housing

40 x 40 mm
Enable zone
10...15 nf

GG505S
M18 x 1

Enable zone
3...6 nf
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Safety technology

For further technical data please go to: www.ifm-electronic.com
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1) Terminal block for screw terminals or
cage clams


